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IS-303/SMB-604/SC-301
INDOOR SCANNER, BRACKET & CONTROLLER

Specifications, Indoor Scanner IS-303:

Load Capacity: 7 Kg Load Capacity
Input Voltage: AC24V/117V/230V
Power Consumption: 3W
Normal Operating Current AC 24V-0.06A,117V-0.01A, 230V-0.015A
Operating Temperature: -25° C to 60° C
Speed: 5°/Sec.
Rotation Angle: 350° Automatic Scan Horizontal/ +90° to -10° Vertical (man. adjustable)
Limit Stop: Externally Adjustable
Plug Connection: 4-pin socket
Cable Requirement 4-Conductor Unshielded
Protection Rating: IP42
Housing: Aluminum and plastic
Color: Light Gray
Dimensions (HxD): 115x119
Weight: 900g

Specifications, Scanner Controller SC-301:

Input Voltage: AC 117/220V, 50Hz/60Hz
Output Voltage: AC 24/117V/230V, 50Hz/60Hz
Operating Temperature: -10°C to +60°C
Construction: Steel with Silver Gray Baked Enamel Finish
Dimensions (WxDxH)mm 157x58x157
Weight: 800g
Pan Control: ON/OFF/AUTO
Control Buttons: Manual Control, Auto Scan Fix

Specifications, Bracket for Indoor Scanner  SMB-604:

Maximum Load: 10Kgs
Dimensions: 285mm
Weight: 500g


